RS-555 SH/SA

Application:

Vacuum Cleaner~ Air Compressor / Drill & Screwdriver / Cordless Garden Tool- Radio Control Model, Massagere

Electrical Specification

Voltage No Load At Maximum Efficiency Stall
Model Operating o Speed | Current Speed | Current Torque Output|  Torque | Current

RANgs r/min A r/min A mN-m g<cm w mN-m | g:cm A
RS555-SH-4033 DC 6-18V DC 12v | 8000 0.35 6980 1.79 225 2305 | 166 @ 1813 | 1850 | 14.9
RS-555S8H-2770 DC 18-30v | DC 24V | 9100 | 0.18 7700 1.22 27.9 285 227 1956 | 1995 75
RS-555SH-5022 DC 6-12V DC6Y | 7000 | 0.68 6000 3.7 294 300 18.2 196 | 2000 | 20.9
RS-5555A-4525 DC 3-9V DC 6V | 6000 0.4 5000 23 21.6 220 11:5 143.7 | 1466 13
RS-555S5A-2755 DC 6-18V DC 12V | 5300 0.17 4400 1.2 19.2 200 9.3 130.7 | 1333 | 71
RS-555SA-3348 DC 18-30v | DC 24V | 11400 | 0.25 10100 1.67 304 3109 | 32.71 | 306.4 | 3130  17.32

*Note:It's only typical technicai data for reference, Special requirement can be customized.

Mechanical Dimensions

DIRECTION OF ROTATION
810
n 18.0 570
2ERID  Tds L 34REF 9
| | S
>
ol %] <
o | = _ _[hefEE
7 — o — |Z| S
) 1 ! [_‘B 3 %
r~ ‘ a
I VENT HOLES
Usable machine screw length 4.0 max. from
molol maunting surface. WEIGHT : 221g (APPROX)
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matior mourTting surface.

WEIGHT : 215g (APPROX)

f

{VENT HOLES

UNIT. MELIMETERS




